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Direction générale de l'inspection 

MADAME TANYA FRANCIS 
TECHNICAL STANDARDS & SAFETY AUTHORITY 
345 CARLINGVIEW DRIVE 
TORONTO ONTARIO 
CANADA M9W 6N9 

Fabricant : PARKER HANNIFIN 
1005 A CLEANER 
HUNSTVILLE
AL USA 35805 

Numéro de dossier : 946589 

Numéro(s) de dessin(s) : Scope of registration 0A06793.5 

Rev 3 Jan 9, 2023 

Montréal, 13 février 2023. 

Objet : Enregistrement des plans et devis - Confirmation de l'enregistrement 

Bonjour, 

Nous vous informons que votre demande d'enregistrement de plans et devis a été traitée et 
que cette conception a été enregistrée sous le numéro d'enregistrement canadien (NEC\CRN) 
suivant : 0A06793.56. 

Nous portons votre attention sur certaines exigences réglementaires concernant les 
installations sous pression, ainsi que des codes et normes qui y sont associés: 

■ Le fabricant doit maintenir un programme de contrôle de la qualité valide pour
fabriquer un équipement selon ce NEC;

■ Ce numéro d'enregistrement demeure valide tant et aussi longtemps que les paramètres
de conception demeurent inchangés. Dans le cas d'accessoires, l'enregistrement est
valide pour une durée de 10 ans à partir de la date d'enregistrement. Les documents

de conception doivent alors être resoumis pour validation;

■ Le fabricant doit nous transmettre une copie de la Déclaration de conformité du

constructeur (Manufacturer's Data Report) pour chaque appareil ou chaudière fabriqué

selon ce NEC dans les 30 jours suivant la signature de cette déclaration;

■ Le numéro de dessin enregistré et le numéro de révision doivent être indiqués sur la
déclaration de conformité pour les équipements fabriqués selon ce NEC.

Le présent avis d'approbation ne dégage pas le fabricant de ses responsabilités quant à la 
conception ou à la construction des équipements ou d'accessoires fabriqués selon un 
NEC. 

Bureau d'expertise et d'homologation en équipements sous pression 

Montréal 

545, boui. Crémazie Est, 7ième étage 

Montréal (Québec) H2M 2V2 

Téléphone: 514 873-6459 

Sans frais : 1 866 262-2084 
www.rbq.gouv.qc.ca 
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Direction générale de l'inspection 

MRS. TANYA FRANCIS 
TECHNICAL STANDARDS & SAFETY AUTHORITY 
345 CARLINGVIEW DRIVE 

TORONTO ONTARIO 
CANADA M9W 6N9 

Manufacturer: PARKER HANNIFIN 
1005 A CLEANER 
HUNSTVILLE
AL USA 35805 

OUR REFERENCE : 946589 
Design number : Scope of registration 0A06793.5 

Rev 3 Jan 9, 2023 

Subject: Design registration confirmation 

Hi, 

Montréal, le 13 février 2023. 

We wish to inform you that your design registration application has been evaluated and that it was 
registered under the following Canadian Registration Number (CRN): 0A06793.56.

The following is a reminder of your obligations regarding certain requirements of the regulation 
respecting pressure vessels, and the referenced codes and standards: 

■ The manufacturer must maintain a valid quality contrai program to manufacture equipment
according to the CRN.

■ The CRN remains valid as long as there are no changes to the design calculations that might
affect the pressure boundary. The design registration of fittings expires 10 years after
acceptance. lt must, therefore, be resubmitted for validation.

■ The manufacturer shall submit a copy of the Manufacturer's Data Report to us for each

equipment manufactured according to this CRN within 30 days following the signing of this
report.

■ The drawing number and the revision number registered under this CRN must be indicated

on the Manufacturer's Data Report for equipment manufactured according to the CRN.

This notice of approval does not relieve the manufacturer of their responsibilities with respect to the 
design or fabrication of equipment manufactured according to this CRN. 

Vaurs sincerely, 

Bureau d'expertise et d'homologation en équipements sous pression 

Montréal 

545, boui. Crémazie Est, 7ième étage 
Montréal (Québec) H2M 2V2 

Téléphone: 514 873-6459 

Sans frais : 1 866 262-2084 

www.rbq.gouv.qc.ca 





CRN Renewal: 0A06793.5 

CPI™ / A-LOK® Instrumentation Fittings 

Parker Hannifin Corporation 
Instrumentation Products Division 

Huntsville, Alabama 

October 29, 2021
 

Revision 1: May 19, 2022 

Revision 2: June 23, 2022 

Revision 3: January 9, 2023 

Parker Hannifin Corporation 



Instrumentation Products Division 
1005 A Cleaner Way 

Huntsville, AL 35805 USA 
Phone (256) 881-2040 

Registration Renewal: 

Instrumentation Fittings: CPI™ and A-Lok®

Parker is requesting a renewal of CRN 0A6793.5.
 

The products listed above currently have active registrations in Canada – Canadian Registration Number 
(CRN) 0A6793.5R3 issued January 9, 2012. This scope of registration is in support of an application to 
renew the CRN for the named products. 

 
Attached are: 

 The Quality certifications for the three (3) manufacturing locations listed in the Scope of 
Registration documents. 

 The catalog for the fittings 
 A copy of the previous approved design submission 
 A copy of the signed witness test reports for proof testing 

 
If there are any questions, concerns or you need additional information please contact me on 256-881- 
2040. 

Respectfully, 
 

 

Laura C. Veal 
Quality Engineer 

 
Parker Hannifin Corporation 
Instrumentation Products Division 
1005 A Cleaner Way 
Huntsville, AL 35805 USA 
Phone (256) 881-2040 
Fax Number (256) 881-5730 



Parker Hannifin Corporation 
Instrumentation Products Division

Scope of Registration for Parker Instrumentation Tube Fittings 

Product Scope: 

This scope of registration includes the Parker CPI™ and Parker A-Lok® Tube Fittings covered in 
Parker catalog 4230/4233. Refer to Catalog 4230/4233 for the applicable part numbers and 
dimensions for this scope of registration. 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 



Parker Hannifin Corporation 
Instrumentation Products Division

Pressure Rating of CPI™/A-LOK® Brass Tube Fittings used with Copper Tubing. 

 

Figure 2: Excerpt from Parker Bulletin 4200-TS
 
 
Pressure Rating of CPI™/A-LOK® Stainless Steel Tube Fittings used with Stainless Steel Tubing.  
 

 

Figure 3: Excerpt from Parker Bulletin 4200-TS
 
 
 
 
 
 
 
 
 



Parker Hannifin Corporation 
Instrumentation Products Division

Pressure Rating of CPI™/A-LOK® Steel Tube Fittings used with Steel Tubing. 

 

Figure 4: Excerpt from Parker Bulletin 4200-TS
 
 
Pressure Rating of CPI™/A-LOK® Aluminum Tube Fittings used with Aluminum Tubing.  

 
 
Figure 5: Excerpt from Parker Bulletin 4200-TS
 
 
 
 



Parker Hannifin Corporation 
Instrumentation Products Division

Pressure Rating of CPI™/A-LOK® Monel® 400/405 Tube Fittings used with Monel® Tubing. 

 

Figure 6: Excerpt from Parker Bulletin 4200-TS
 
Pressure Rating of CPI™/A-LOK® Hastelloy C276 Tube Fittings used with Hastelloy C276 Tubing.
 

 
 
 
Pressure Rating of CPI™/A-LOK® Inconel 600 Tube Fittings used with Inconel 600 Tubing.
 

 
 
 
 
 



Parker Hannifin Corporation 
Instrumentation Products Division

Pressure Rating of CPI™/A-LOK® Carpenter® 20 Tube Fittings used with Carpenter® 20 Tubing.
 

 
 
Pressure Rating of CPI™/A-LOK® Titanium Tube Fittings used with Titanium Tubing.
 

 
 
Pressure Rating of CPI™/A-LOK® Incoloy® 625 Tube Fittings used with Incoloy® 625 Tubing. 
 

 
 
Figure 7: Excerpt from Parker Catalog 4190-Tube
 
 
 
 
 
 
 
 
 
 



Parker Hannifin Corporation 
Instrumentation Products Division

Pressure Rating of CPI™/A-LOK® Incoloy® 825 Tube Fittings used with Incoloy® 825 Tubing.
 

 
 
Figure 8: Excerpt from Parker Catalog 4190-Tube
 
 
Pressure Rating of CPI™/A-LOK® 6MO Tube Fittings used with 6MO Tubing. 
 

 
 
Figure 9: Excerpt from Parker Catalog 4190-Tube 
 
 
 
 
 
 
 



Parker Hannifin Corporation 
Instrumentation Products Division

Elevated Temperature De-Rating Factors for the Materials shown above.

 

Notes:  
1. To find the pressure rating at a temperature, multiply the factor shown by the pressure rating  
2. Interpolation between temperatures is acceptable 
 
 

Quality System 
 

Parker’s quality management system complies with the requirements of ISO 9001:2015. The scope of 
the quality management system includes the qualification of all Parker’s suppliers. The ISO certificate 
(Attachment B) addresses the five production locations within Parker IPD. The Parker locations 
responsible for the production of CPI™ and A-Lok® Tube fittings are: 

 1005 A Cleaner Way, Huntsville, Alabama, 35805, USA 
 301 Wagner Drive, Boaz, Alabama, 35957, USA 
 Riverside Road, Pottington Business Park, Pottington, Barnstaple, EX31 1NP, UK 



Date: October 11, 2021 
Reference: Parker Logo Markings  

 


